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Aufnahmebereich
Fahrbahn Alu Track 2.35

AB102698

18.07.18

4210

1500

400

3900

4479

600 900 600

2134,2

Alu Track 2.35

 3500 kg
 2008 mm

4400  mm
180 mm
123 mm

 1500 mm
 2443 mm

3,0 kW
400 V/16 A

11  m
≈ 35  sec.
≈ 35  sec.

102698

2030XX
2031XX

104958

104959

capacity
effective raise height
platform length
platform height
piston diameter
piston distance
installation depth
motor output
power connector
cable length to control
lifting time
lowering time

TECHNICAL DATA

drive on ramp
102347

drive on stop
102349

Platform support Alu Track 2.35

Installation cassette STEEL 1500 mm
Installation cassette STEEL 1500 mm galvanized

Lifting unit oil 3,5 t 1500 mm - K
pre-assembled in installation cassette
Lifting unit oil 3,5 t 1500 mm - H
packed in wooden box
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Drive on ramp
for installation flush with floor level
102346

Drive on ramp
for floor incumbent installation
1250 mm, hanging, bevel 7°
102347

Drive on stop
102349

Axle lifter
pneumatic, without slide rails

2600 kg
105063

Slide rail set
4400 mm
102374

Compressed 
air supply
for floor incumbent installation 
or rectangular foundation
102407

Compressed 
air supply
for installation flush with 
floor level in H-frame
105617

Wheel align-
ment supports
1350 mm
102377

600 mm
102381

Accessories

Platform support with platform notches for turn tables and 
for sliding plates incl. levelling plates 
Alu Track 2.35 
1200 mm/1200 mm
105238
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Surround frame 2-piston
hot-dip galvanized, 
for installation flush with floor level
4400 mm
102356

Accessories

Automatic floor levelling system
hot-dip galvanized and powder-coated
2-pt. 4400 mm
102366

2-pt. 4400 mm
105335

Surround frame rectangle
hot-dip galvanized,
for installation flush with floor level

Sliding plate
Precision
1200 mm	
102423		

Automatic lubrication
basic unit 2-piston
105060

Park position sensor for 
pneumatic axle lifter
102456

Future Proof installation cassette
Steel 2285 mm, 
drilling 2285/1785/1500
2220XX

Steel galvanized 2285 mm, 
drilling 2285/1785/1500
2221XX

Steel 2685 mm, 
drilling 2685/1785/1500
2620XX

Steel galvanized 2685 mm, 
drilling 2685/1785/1500
2621XX

Illumination set LED
Alu Track
102394
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